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VIRGINIA DARE TRAIL

S VIRGINIA DARE TRAIL

A T L A N T I C  O C E A N

The landward fill limit depicted on the drawings is based on the location of
the +6 ft NAVD contour 11 April 2019 The actual landward fill limit will be
determined by the beach condition at the time of construction.

Work Around Piers: Pipeline may be placed under piers.
Equipment ingress and egress is allowed where feasible under
piers.  Nourishment sand shall be filled under piers to the extent
practicable, without risking damage to the structures.

Existing stormwater outfalls maintained by NCDOT are visible on sheets 03 and 06.  The outfall on sheet 06 near station
1025+00 will be restored and extended a minimum distance as necessary to maintain functionality after the project
based on requirements or specifications provided by NCDOT. Appropriate bridging or sand-layer protection shall be
used during construction to avoid any damage to the structures when heavy equipment has to run over these outfalls.
No fill shall be placed over the seaward end of the outfalls so that the outfalls remain functional during construction.
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A T L A N T I C  O C E A N

The landward fill limit depicted on the drawings is based on the location of
the +6 ft NAVD contour 11 April 2019 The actual landward fill limit will be
determined by the beach condition at the time of construction.
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AS SHOWN

BEACH CONDITIONS ARE SUBJECT TO RAPID CHANGE.

THE TOWN RESERVES THE RIGHT TO ADJUST THE PLANS BASED

ON THE BEACH CONDITION AT THE TIME OF CONSTRUCTION.


